


AL - 30 3000 lbs 24” x 48” 21” 9-1/4” 30-1/4” 43” dia. 500 lbs

P3 4500 lbs 9-1/2” 30-1/2” 43-5/8’’ 36’’ x 48’’ 615 lbs

Model Load Lowered Raised Turntable Overall Base Shipping
Number Capacity Height Height Diameter W / L Weight

12

Load and unload pallets without stooping, stretching or walking
The P3 -Presto Pallet Positioner automatically maintains pallets at a constant level and
comfortable working height as layers of boxes are added or removed (see photos below).
Leveling is accomplished by a heavy-duty, reinforced rubber airbag that once charged with
shop air can handle loads up to 4,500 lbs. After airbag charging is complete the P3 can be
disconnected and moved to any location in the plant. Because the P3 is pneumatic it can
accommodate loads that vary substantially in weight (from 400 - 4,500) so one unit is versatile
enough to work in several areas.

The P3 - Presto Pallet Positioner features a turntable
top with full 360˚ rotation. Anti-friction bearings for easy
turning allowing users to spin loads so they are always
loading and unloading from the nearside without having
to walk around the unit.

Complete the system
with a Presto
Stacker for
easy feeding
and off-loading of the P3.

P3™ - Presto Pallet Positioner Load Leveler/Rotator

Pallet Positioner

• 3000 lb. holding cap., 1500 lb. lifting capacity
• 21” vertical travel
• Foot control standard
• Optional pedestal control available
• Pressure relief valve standard
• 3/8” x 43” solid rotating platform
• Lifetime warranty on actuator
• Air requirements 80 psi at 15 cfm
• Custom platforms available

Features

Pneumatic options on page 27

Accuload Positioner

Available P3 Options:
Plastic Cover: Keeps debris from falling through turntable
Rotator Ring Disc Cover
Solid Turntable Top: Accommodates small or odd size pallets:
Rectangular or Square Cover

Ring Lock
Bellows Guard:
Prevents debris from collecting under unit

Presto P3’s improve productivity and worker comfort in a wide variety of
applications including:

Printing & Publishing
Graphic Arts
Metalworking
Woodworking
Machine Feeding or Off-loading

Anywhere that pallet loads are built or broken down!

Model
Number

Load
Capacity

Base
Size W / L

Vertical Travel
Lowered

Height
Raised

Height
Platform

Size
Shipping

Shipping
Weight

AccuLoad Series

Yellow highlighted models are AIS (Always In Stock) and ship within one week.

Pallet Positioner



X3W24-20 2000 lbs 7-3/4” 31” 2000 36” x 36” 60” x 60” 30 sec 1 H.P. 115/1/60 720 lbs
X3W24-40 4000 lbs 7-3/4” 31” 4000 36” x 36” 60” x 60” 32 sec 1 H.P. 115/1/60 740 lbs
X3W24-60 6000 lbs 7-3/4” 31” 4500 36” x 36” 60” x 60” 34 sec 1 H.P. 115/1/60 790 lbs

X3W36-20 2000 lbs 7-3/4” 43” 2000 36” x 48” 60” x 72” 44 sec 1 H.P. 115/1/60 860 lbs
X3W36-40 4000 lbs 7-3/4” 43” 3500 36” x 48” 60” x 72” 46 sec 1 H.P. 115/1/60 900 lbs
X3W36-60 6000 lbs 7-3/4” 43” 3500 36” x 48” 60” x 72” 26 sec 1-1/2 H.P. 230, 460/3/60 960 lbs

X3W48-20 2000 lbs 7-3/4” 55” 2000 36” x 64” 60” x 88” 32 sec 1-1/2 H.P. 230, 460/3/60 1020 lbs
X3W48-40 4000 lbs 7-3/4” 55” 3500 36” x 64” 60” x 88” 34 sec 1-1/2 H.P. 230, 460/3/60 1070 lbs
X3W48-60 6000 lbs 7-3/4” 55” 3500 36” x 64” 60” x 88” 38 sec 1-1/2 H.P. 230, 460/3/60 1120 lbs

X4W24-20 2000 lbs 7-3/4” 31” 2000 48” x 36” 72” x 60” 30 sec 1 H.P. 115/1/60 810 lbs
X4W24-40 4000 lbs 7-3/4” 31” 4000 48” x 36” 72” x 60” 32 sec 1 H.P. 115/1/60 830 lbs
X4W24-60 6000 lbs 7-3/4” 31” 4500 48” x 36” 72” x 60” 34 sec 1 H.P. 115/1/60 880 lbs

X4W36-20 2000 lbs 7-3/4” 43” 2000 48” x 48” 72” x 72” 44 sec 1 H.P. 115/1/60 950 lbs
X4W36-40 4000 lbs 7-3/4” 43” 3500 48” x 48” 72” x 72” 46 sec 1 H.P. 115/1/60 990 lbs
X4W36-60 6000 lbs 7-3/4” 43” 3500 48” x 48” 72” x 72” 26 sec 1-1/2 H.P. 230, 460/3/60 1050 lbs

X4W48-20 2000 lbs 7-3/4” 55” 2000 48” x 64” 72” x 88” 32 sec 1-1/2 H.P. 230, 460/3/60 1110 lbs
X4W48-40 4000 lbs 7-3/4” 55” 3500 48” x 64” 72” x 88” 30 sec 1-1/2 H.P. 230, 460/3/60 1160 lbs
X4W48-60 6000 lbs 7-3/4” 55” 3500 48” x 64” 72” x 88” 38 sec 1-1/2 H.P. 230, 460/3/60 1250 lbs
X4W48-80 8000 lbs 9” 57” 4000 48” x 66” 72” x 96” 30 sec 3 H.P. 230, 460/3/60 1550 lbs

X4.5W60-20 2000 lbs 10” 70” 1000 54” x 86” 84” x 120” 10 sec 3 H.P. 230, 460/3/60 1650 lbs
X4.5W60-40 4000 lbs 10” 70” 2000 54” x 86” 84” x 120” 20 sec 3 H.P. 230, 460/3/60 1725 lbs
X4.5W60-60 6000 lbs 10” 70” 3000 54” x 86” 84” x 120” 30 sec 3 H.P. 230, 460/3/60 1800 lbs
X4.5W60-80 8000 lbs 10” 70” 4000 54” x 86” 84” x 120” 42 sec 3 H.P. 230, 460/3/60 2150 lbs

XL24-20 2000 lbs 7-1/4” 31” 2000 24” x 36” 48” x 60” 15 sec 1 H.P. 115/1/60 550 lbs
XL24-40 4000 lbs 7-1/4” 31” 4000 24” x 36” 48” x 60” 27 sec 1 H.P. 115/1/60 570 lbs
XL24-60 6000 lbs 7-1/4” 31” 4500 24” x 36” 48” x 60” 40 sec 1 H.P. 115/1/60 620 lbs

XL36-20 2000 lbs 7-1/4” 43” 2000 24” x 48” 48” x 72” 17 sec 1 H.P. 115/1/60 690 lbs
XL36-30 3000 lbs 7-1/4” 43” 3000 24” x 48” 48” x 72” 30 sec 1 H.P. 115/1/60 720 lbs
XL36-40 4000 lbs 7-1/4” 43” 3500 24” x 48” 48” x 72” 38 sec 1 H.P. 115/1/60 750 lbs
XL36-50 5000 lbs 7-1/4” 43” 3500 24” x 48” 48” x 72” 22 sec 1-1/2 H.P. 230, 460/3/60 770 lbs
XL36-60 6000 lbs 7-1/4” 43” 3500 24” x 48” 48” x 72” 30 sec 1-1/2 H.P 230, 460/3/60 790 lbs
XL36-80 8000 lbs 9” 45” 4000 30” x 60” 54” x 84” 21 sec 3 H.P 230, 460/3/60 1350 lbs

XL48-20 2000 lbs 7-1/4” 55” 2000 24” x 64” 48” x 88” 19 sec 1-1/2 H.P 230, 460/3/60 850 lbs
XL48-40 4000 lbs 7-1/4” 55” 3500 24” x 64” 48” x 88” 32 sec 1-1/2 H.P 230, 460/3/60 900 lbs
XL48-60 6000 lbs 7-1/4” 55” 3500 24” x 64” 48” x 88” 39 sec 1-1/2 H.P 230, 460/3/60 950 lbs
XL48-80 8000 lbs 9” 57” 4000 24” x 66” 48” x 96” 30 sec 3 H.P 230, 460/3/60 1350 lbs

XL60-20 2000 lbs 10” 70” 1000 24” x 86” 48” x 120” 10 sec 3 H.P 230, 460/3/60 1300 lbs
XL60-40 4000 lbs 10” 70” 2000 24” x 86” 48” x 120” 20 sec 3 H.P 230, 460/3/60 1375 lbs
XL60-60 6000 lbs 10” 70” 3000 24” x 86” 48” x 120” 30 sec 3 H.P 230, 460/3/60 1450 lbs
XL60-80 8000 lbs 10” 70” 4000 24” x 86” 48” x 120” 42 sec 3 H.P 230, 460/3/60 1700 lbs

Model
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Standard Duty Scissor Lifts

Scissor Lifts

XL - 24 Series - 24” Travel

XL - 36 Series - 36” Travel

XL - 48 Series - 48” Travel

XL - 60 Series - 60” Travel

Shown with
optional
foot control

X3W Series - 24” Travel

X3W Series - 36” Travel

X3W Series - 48” Travel

X4W Series - 24” Travel

X4W Series - 36” Travel

X4W Series - 48” Travel

X4.5W Series - 60” Travel

• Standard hand control pendant
• Optional foot control available
• Easy to access internal power unit
• Optional power units available
• Heavy duty hydraulic cylinders with chrome-plated rams
• Polyurethane seals on cylinders

• 3-1/2” table edge to protect operator from rollers
• 3/4” steel plate scissor legs
• Lifetime lubricated bearings on all rollers and pivot points
• Maintenance device
• Custom designs available
• Oversized platforms available

Scissor Lift options
on pages 22

Please specify voltage and control type when ordering

Please specify voltage and control type when ordering

Yellow highlighted models are AIS (Always In Stock) and ship within one week.

Features

Wide Base Scissor Lifts



WXF36-15 1500 lbs 5-1/4” 41-1/4” 1500lbs 36”x48” 48”x54” 69 485 lbs

WXS36-15 1500 lbs 5-1/4” 41-1/4” 1500 36”x48” 48”x60” 36 sec 470 lbs
WXS36-10 1000 lbs 5-1/4” 41-1/4” 1000 36”x48” 48”x60” 29 sec 455 lbs

Model
Number

Load
Capacity

Lowered
Height

Raised
Height

End/Side
Capacity

Std. Base &
Platform

Maximum
Platform

Lifting
Strokes

Shipping
Weight

Model
Number

Load
Capacity

Lowered
Height

Raised
Height

End/Side
Capacity

Std. Base &
Platform

Maximum
Platform

Lifting
Speed

Shipping
Weight

Light Duty Scissor Lifts

Light Duty Manual Scissor Lifts

XF24-10 1000 lbs 5-1/4” 29” 1000lbs 24”x36” 36”x42” 35 390 lbs
XF24-15 1500 lbs 5-1/4” 29” 1500lbs 24”x36” 36”x42” 55 395 lbs
XF24-20 2000 lbs 7-1/4” 31” 2000lbs 24”x36” 48”x60” 85 500 lbs

XF36-10 1000 lbs 5-1/4” 41” 1000lbs 24”x48” 36”x54” 46 440 lbs
XF36-15 1500 lbs 5-1/4” 41” 1500lbs 24”x48” 36”x54” 69 455 lbs
XF36-20 2000 lbs 7-1/4” 43” 2000lbs 24”x48” 48”x72” 130 650 lbs

WXF24-10 1000 lbs 5-1/4” 29-1/4” 1000lbs 36”x36” 48”x42” 35 430 lbs
WXF24-15 1500 lbs 5-1/4” 29-1/4” 1500lbs 36”x36” 48”x42” 55 435 lbs

WXF36-10 1000 lbs 5-1/4” 41-1/4” 1000lbs 36”x48” 48”x54” 46 480 lbs

XS24-10 1000 lbs 5-1/4” 29” 1000 24”x36” 36”x48” 18 sec 390 lbs
XS24-15 1500 lbs 5-1/4” 29” 1500 24”x36” 36”x48” 23 sec 395 lbs

XS36-10 1000 lbs 5-1/4” 41” 1000 24”x48” 36”x60” 29 sec 425 lbs
XS36-15 1500 lbs 5-1/4” 41” 1500 24”x48” 36”x60” 36 sec 430 lbs

WXS24-10 1000 lbs 5-1/4” 29-1/4” 1000 36”x36” 48”x48” 18 sec 430 lbs
WXS24-15 1500 lbs 5-1/4” 29-1/4” 1500 36”x36” 48”x48” 23 sec 435 lbs

Light Duty Electric Scissor Lifts

• Foot operated hydraulic pump provides lift
• Hand controlled release for lowering
• 1/2” steel plate scissor legs
• 2000 lb capacity models feature 3/4’’ thick
steel scissor legs

• Wide base models
• Oversized & custom platforms available
• Hinged platform allows easy access to cylinders
• Chrome plated ram cylinders
• Custom designs available

Features

XS24 Series - 24” Travel - 24” W x 36” L Platform

XS36 Series - 36” Travel - 24” W x 48” L Platform

WXS24 Series - 24” Travel - 36” W x 36” L Platform

WXS36 Series - 36” Travel - 36” W x 48” L Platform

• Hinged platform allows for easy access
to cylinders
• Custom designs available
• Internal 1/3 hp 115/1/60 power unit

• Standard hand control pendant
• Easy to service internal power unit
• 1/2” steel plate scissor legs
• Powered up, powered down units

Features

Scissor Lift options on pages 22

WXF36 Series

XF24 Series

XF36 Series

WXF24 Series



WXP36-15 1500 lbs 9-1/4” 45-1/4” 36” x 48” 48” x 54” 69 485 lbs

WBP36 -15 1500 lbs 9-1/4” 45-1/4” 36” x 48” 48” x 54” 20 sec 495 lbs

WXP36-10 1000 lbs 9-1/4” 45-1/4” 36” x 48” 48” x 54” 46 480 lbs

Model
Number

Load
Capacity

Lowered
Height

Raised
Height

Standard
Platform

Maximum
Platform

Lifting
Strokes

Shipping
Weight

Model
Number

Load
Capacity

Lowered
Height

Raised
Height

Standard
Platform

Maximum
Platform

Lifting
Speed

Shipping
Weight

Portable Manual Scissor Lifts

Portable Electric Scissor Lifts

XP24 - 300 300 lbs 10” 33” 20” x 32” 20” x 32” 12 250 lbs
XP24 - 600 600 lbs 10” 33” 20” x 32” 20” x 32” 25 260 lbs

XP24 - 10 1000 lbs 9-1/4” 33” 24” x 36” 30” x 42” 35 410 lbs
XP24 - 15 1500 lbs 9-1/4” 33” 24” x 36” 30” x 42” 55 415 lbs
XP24 - 20 2000 lbs 17-1/2” 41-1/2” 24” x 36” 48” x 60” 85 750 lbs

XP36 - 10 1000 lbs 9-1/4” 45” 24” x 48” 30” x 54” 46 440 lbs
XP36 - 15 1500 lbs 9-1/4” 45” 24” x 48” 30” x 54” 69 445 lbs
XP36 - 20 2000 lbs 17-1/2” 53-1/2” 24” x 48” 48” x 72” 130 900 lbs

WXP24-10 1000 lbs 9-1/4” 33-1/4” 36” x 36” 42” x 42” 35 450 lbs
WXP24-15 1500 lbs 9-1/4” 33-1/4” 36” x 36” 42” x 42” 55 455 lbs

XBP24 -10 1000 lbs 9-1/4” 33” 24” x 36” 30” x 42” 10 sec 470 lbs
XBP24 -15 1500 lbs 9-1/4” 33” 24” x 36” 30” x 42” 15 sec 475 lbs

XBP36 -10 1000 lbs 9-1/4” 45” 24” x 48” 30” x 54” 14 sec 500 lbs
XBP36 -15 1500 lbs 9-1/4” 45” 24” x 48” 30” x 54” 20 sec 505 lbs

WBP24 -10 1000 lbs 9-1/4” 33-1/4” 36” x 36” 42” x 42” 8 sec 460 lbs
WBP24 -15 1500 lbs 9-1/4” 33-1/4” 36” x 36” 42” x 42” 15 sec 465 lbs

WBP36 -10 1000 lbs 9-1/4” 45-1/4” 36” x 48” 48” x 54” 14 sec 490 lbs

• Hand release for lowering
• Foot operated hydraulic pump
• 1/2” steel plate scissor legs
• Two fixed & two swivel 5” x 2” high impact phenolic casters
• 2000 lb capacity models feature 3/4’’ thick steel scissor legs
• Oversized and custom platforms available
• Hinged platform allows for access to cylinders
• Optional casters available
• Foot operated floor lock
• Custom designs available

Features

• Optional power units available
• Hinged platform allows for easy access
to cylinders and power unit
• Foot operated safety floor lock
• Powered up powered down
• Custom designs available

• Oversized platforms available
• Two fixed & two swivel 5” x 2” high
impact phenolic casters
• Easy to service internal power unit
• 1/2” steel plate scissor legs
• 12 volt AGM cell battery
• Built-in 5 amp battery charger

Features

Scissor Lift options on pages 24

XP24 Series - 23” Travel

XBP Series - 36” Travel

WBP24 Series - 24” Travel

WBP36 Series - 36” Travel

Portable Scissor Lifts

XBP Series - 24” Travel

Yellow highlighted models represent AIS (Always In Stock) ship within one week.

XP24-300 or XP24-600
WXP36 Series - 36” Travel

XP36 Series - 36” Travel

XP24 Series - 24” Travel

WXP24 Series - 24” Travel



DBP48 - 15 1500 lbs 11-5/8” 59-5/8” 24” x 48” 30” x 54” 43 sec 700 lbs

DXS60- 20 2000 lbs 12-1/2” 72-1/2” 1000 lbs 24” x 53” 42” x 66” 14 sec 1100 lbs

DXS48 - 15 1500 lbs 7-1/2” 55-1/2” 1500 lbs 24” x 48” 36” x 60” 48 sec 650 lbs

Model
Number

Load
Capacity

Lowered
Height

Raised
Height

End/Side
Capacity

Standard
Platform

Maximum
Platform

Lifting
Speed

Shipping
Weight

Model
Number

Load
Capacity

Lowered
Height

Raised
Height

Standard
Platform

Maximum
Platform

Lifting
Speed

Shipping
Weight

Double Scissor Lifts

DXS30 - 5 500 lbs 6-3/4” 36-3/4” 500 lbs 16” x 24” 30” x 36” 35 sec 350 lbs
DXS30 - 10 1000 lbs 6-3/4” 36-3/4” 1000 lbs 16” x 24” 30” x 36” 37 sec 360 lbs

DXS36 - 10 1000 lbs 7-1/2” 43-1/2” 1000 lbs 24” x 36” 36” x 48” 40 sec 460 lbs
DXS36 - 15 1500 lbs 7-1/2” 43-1/2” 1500 lbs 24” x 36” 36” x 48” 42 sec 480 lbs

DXS48 - 10 1000 lbs 7-1/2” 55-1/2” 1000 lbs 24” x 48” 36” x 60” 47 sec 600 lbs

DBP30 - 10 1000 lbs 10-3/4” 40-3/4” 24” x 24” 30” x 30” 8 sec 470 lbs

DBP36 - 10 1000 lbs 11-3/4” 47-3/4” 24” x 36” 30” x 42” 14 sec 505 lbs
DBP36 - 15 1500 lbs 11-3/4” 47-3/4” 24” x 36” 30” x 42” 20 sec 515 lbs

DBP48 - 10 1000 lbs 11-3/4” 59-3/4” 24” x 48” 30” x 54” 43 sec 650 lbs

• DXS60-20 has 3 HP 230/460 3 phase motor
• DSX36 and DSX48 have 1/2 HP 115/1/60 power unit
• Optional power units available
• Hinged platform allows for easy access to
cylinders and power unit in the collapsed position
• Custom designs available

• 500 - 2000 lb. capacities
• 30”, 36”, 48” & 60’’ vertical travel
• Standard hand control pendant
• DXS 30 -5/-10 powered up powered down
• DXS 36 -10/-15 powered up gravity down
• DXS 48 -10/-15 powered up gravity down
• Internal 1/3 HP 115/1/60 power unit for DX30 models

Features

• 1000 - 1500 lb. capacity
• 30”, 36”, & 48” vertical travel
• Oversized platforms available
• Easy to service internal power unit
• 12 volt AGM battery
• Built-in 5 amp battery charger
• DBP 36 -10/-15, DBP 48 -10/-15
powered up, gravity down

• Optional power units available
• Foot operated floor lock
• Hinged platform allows for easy access
to cylinders and power unit
• Custom designs available
• Two fixed & two swivel 5” x 2”
high impact phenolic casters
•12 VDC with charger

Features

Scissor Lift options on pages 22

Portable Double Scissor Lifts

DXS 30 Series - 30” Travel - 16” x 24”L Platform

DXS 36 Series - 36” Travel - 24” x 36”L Platform

DXS Series - 48’’ Travel - 24’’ x 48’’ L Platform

DXS 60 Series - 60’’ Travel - 24’’ x 53’’ L Platform

DBP30 Series - 30” Travel - 24” x 24”L Platform

DBP36 Series - 36” Travel - 24” x 36”L Platform

DBP48 Series - 48” Travel - 24” x 48”L Platform



TZ50 - 60 6000 lbs 45° 50” x 48” 1/2” 63” x 60-1/2” 38 sec 1340 lbs

ZRT50- 40 4000 lbs 89° 50”x48” 3/8” 59”x67” 28 sec 1295 lbs

XZT50 - 40 4000 lbs 30° 50” x 48” 1/2” 33-1/2” 74” x 61” 44 sec 1505 lbs

Model
Number

Tilt
Capacity

Degree
of Tilt

Platform
Size

Lowered
Height

Dimensions
W/L

Lifting
Speed

Shipping
Weight

Model
Number

Tilt
Capacity

Degree
of Tilt

Platform
Size

Lowered
Height

Dimensions
W/L

Lifting
Speed

Shipping
Weight

Model
Number

Load
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Tilt
Capacity

Platform
Size

Lowered
Height

Raised
Height

Dimensions
W /L

Lifting
Speed

Shipping
Weight

ZRT50-20 2000 lbs 89° 50”x48” 3/8” 59”x67” 26 sec 1245 lbs

TZ44 - 20 2000 lbs 45° 44” x 48” 3/8” 55” x 60-1/2” 30 sec 1200 lbs
TZ44 - 40 4000 lbs 45° 44” x 48” 3/8” 55” x 60-1/2” 32 sec 1155 lbs
TZ44 - 60 6000 lbs 45° 44” x 48” 1/2” 55” x 60-1/2” 36 sec 1235 lbs

TZ50 - 20 2000 lbs 45° 50” x 48” 3/8” 63” x 60-1/2” 30 sec 1215 lbs
TZ50 - 40 4000 lbs 45° 50” x 48” 3/8” 63” x 60-1/2” 34 sec 1240 lbs

• External 1 HP 115/1/60 power pack
• Optional power units available
• Hand control with magnetic back
• 6” flexible safety toe guard
• Custom designs available

• 2000 - 6000 lb. capacity
• 45° tilt
• Two standard platform sizes
• Floor level at lowered height,
pallet jack accessible

Features

• 2000 - 4000 lb. capacity
• 89° tilt
• Custom platform sizes
• Internal 1 HP 115/1/60 power pack
• Floor level at lowered height,
pallet jack accessible

• Optional power units available
• 6” flexible safety toe guard
• Hand control with magnetic back
• Custom designs available
• 50” I.D. x 30 1/8” side height

Features

Floor Level Container Tilters

Floor Level Tilters

Lift & Tilt Combination

44” or 50”
I.D.

19 1/2”

55” or 63”

TZ44 Series

TZ50 Series

ZRT 50 Series

6,000 lb. capacity units have been priced as 3 phase only.

XZT50 - 20 2000 lbs 30° 50” x 48” 3/8” 33-3/8” 74” x 61” 40 sec 1420 lbs

XZT44 - 20 2000 lbs 30° 44” x 48” 3/8” 33-3/8” 68” x 61” 39 sec 1255 lbs
XZT44 - 40 4000 lbs 30° 44” x 48” 1/2” 33-1/2” 68” x 61” 43 sec 1420 lbs

• 2000 - 4000 lb. capacity
• 33” vertical travel
• 30° tilt
• Standard pedestal control
• Optional foot control available
• External 1 HP 115/1/60 power unit

• Optional power units available
• Floor level lowered height
• No ramps or pit required
• Custom designs available
• One power unit controls lift & tilt
• 3 Phase available

Features

Floor Level Lift & Tilt

Tilt Tables options on pages 22

XZT 44 Series

XZT 50 Series



PTS50 - 40 4000 lbs 89° 3-1/2” 42” 26-1/2” 56”x62” 30 sec 900 lbs

SRT40 4000 lbs 89° 40” 3/8” 33”x58” 24 sec 900 lbs
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SRT Model Shown

Model
Number

Tilt
Capacity

Degree
of Tilt

Lowered
Height

Fork
Length

Fork
O.D.

Dimensions
W/L

Lifting
Speed

Shipping
Weight

Model
Number

Tilt
Capacity

Degree
of Tilt

Fork
Length

Lowered
Height

Dimensions
W/L

Lifting
Speed

Shipping
Weight

PT - 20 2000 lbs 89° 3-1/2” 42” 26-1/2” 34”x62” 26 sec 825 lbs
PT - 40 4000 lbs 89° 3-1/2” 42” 26-1/2” 34”x62” 30 sec 790 lbs

PTS42 - 20 2000 lbs 89° 3-1/2” 42” 26-1/2” 48”x62” 26 sec 865 lbs
PTS42 - 40 4000 lbs 89° 3-1/2” 42” 26-1/2” 48”x62” 30 sec 885 lbs

PTS50 - 20 2000 lbs 89° 3-1/2” 42” 26-1/2” 56”x62” 26 sec 880 lbs

SRT20 2000 lbs 89° 40” 3/8” 33”x58” 23 sec 885 lbs

• 2000 - 4000 lb. capacity
• 89° tilt
• Internal 1 HP 115/1/60 power pack
• Push-button hand held control with
magnetic backing for mounting
• Optional foot control available

• Compact frame design
• Designed to be lagged down to floor
• Fork pockets allow for easy loading
with a pallet jack or forklift
• Flexible safety toe guards on forks
• Custom designs available

Features

• 2000 - 4000 lb. capacities
• 89° tilt
• Straddle models for pallets and containers
• Non-straddle models for skids and baskets

• Easy to service internal DC motor
• Optional 115 volt AC or air motors available
• Push-button control with magnetic backing
• External 10 amp battery charger

• Presto foot operated floor lock
• 12 volt maintenance free, leak-proof AGM battery
• Push handle lowers when in use
• Custom designs available

Features

Portable Container Tilters

Stationary Container Tilters

Container Tilters

10”

4”

7.5”

29”

SRT Series

PT Series - Non-Straddle

PTS Series - 42” I.D. Straddle

PTS Series - 50” I.D. Straddle

PT-20 Model Shown

PTS50-20
Model Shown



XLT36-20 2000 lbs 30°/ 45° 14-3/4” 50-3/4” 24” x 48” 50” x 50” 30 sec 15 sec 1100 lbs
XLT36-40 4000 lbs 30°/ 45° 14-3/4” 50-3/4” 24” x 48” 50” x 50” 44 sec 15 sec 1350 lbs

Model
Number

Load
Capacity

Tilt
Degree

Lowered
Height

Raised
Height

Standard
Base

Maximum
Platform

Lifting
Speed

Tilting
Speed

Shipping
Weight

Model
Number

Tilt
Capacity

Degree
of Tilt

Lowered
Height

Standard
Base

Standard
Platform

Maximum
Platform

Lifting
Speed

Shipping
Weight

X4WT36-40 4000 lbs 30°/ 45° 11-1/2” 47-1/2” 48” x 48” 72” x 60” 43 sec 8 sec 1500 lbs

WT90-60 6000 lbs 90° 8-1/2” 36” x 42” 36” x 42” 60” x 60” 83 sec 770 lbs

TT60 - 15 1500 lbs 60° 6-1/2” 24”x30” 24”x36” 36”x48” 30 sec 325 lbs

Model
Number

Tilt
Capacity

Degree
of Tilt

Lowered
Height

Standard
Base

Standard
Platform

Maximum
Platform

Lifting
Speed

Shipping
Weight

Tilt Tables

TT30 - 10 1000 lbs 30° 6-1/2” 24”x30” 24”x36” 36”x48” 15 sec 310 lbs
TT30 - 15 1500 lbs 30° 6-1/2” 24”x30” 24”x36” 36”x48” 15 sec 325 lbs
TT30 - 20 2000 lbs 30° 7-1/2” 24”x36” 24”x36” 50”x50” 10 sec 530 lbs
TT30 - 40 4000 lbs 30° 7-1/2” 24”x36” 24”x36” 50”x50” 11 sec 520 lbs
TT30 - 60 6000 lbs 30° 7-1/2” 24”x36” 24”x36” 50”x50” 14 sec 530 lbs

TT45 - 10 1000 lbs 45° 6-1/2” 24”x30” 24”x36” 36”x48” 22 sec 310 lbs
TT45 - 15 1500 lbs 45° 6-1/2” 24”x30” 24”x36” 36”x48” 22 sec 325 lbs
TT45 - 20 2000 lbs 45° 7-1/2” 24”x36” 24”x36” 50”x50” 15 sec 510 lbs
TT45 - 40 4000 lbs 45° 7-1/2” 24”x36” 24”x36” 50”x50” 16 sec 520 lbs
TT45 - 60 6000 lbs 45° 7-1/2” 24”x36” 24”x36” 50”x50” 20 sec 530 lbs

TT60 - 10 1000 lbs 60° 6-1/2” 24”x30” 24”x36” 36”x48” 30 sec 310 lbs

WT30/45-20 2000 lbs 30°/ 45° 7-1/2” 36” x 42” 36” x 42” 60” x 60” 19/29 sec 590 lbs
WT30/45-40 4000 lbs 30°/ 45° 7-1/2” 36” x 42” 36” x 42” 60” x 60” 20/30 sec 610 lbs
WT30/45-60 6000 lbs 30°/ 45° 7-1/2” 36” x 42” 36” x 42” 60” x 60” 29/39 sec 630 lbs

WT60-20 2000 lbs 60° 8-1/2” 36” x 42” 36” x 42” 60” x 60” 40 sec 730 lbs
WT60-40 4000 lbs 60° 8-1/2” 36” x 42” 36” x 42” 60” x 60” 42 sec 750 lbs
WT60-60 6000 lbs 60° 8-1/2” 36” x 42” 36” x 42” 60” x 60” 55 sec 770 lbs

• 1000 - 6000 lb. capacity Standard
• 2000 - 6000 lb. capacity Wide Base
• 30°, 45°, 60° and 90° tilt
• Standard has Internal 1/2 HP 115/1/60 power unit
Wide base has Internal 1HP 115/1/60 power unit

• Optional power units available
• Powered down cylinders
on TT 60 Series and WT60 and WT90 Series
• Custom platforms available
• 8” standard lip, optional lips up to 24”

• 12” lip standard on WT-60 and WT-90 Series tilters
• TT-30, TT-45, WT-30 and WT-45 can be mounted
to the floor, on floor stands or on top of scissor lifts
• Hand held control standard
• Optional foot control available

Features for Standard and Wide Base Tilt Tables

Standard Tilt Tables

Wide Base Tilt Tables

Shown with optional
12” floor stand

WT90-20 2000 lbs 90° 8-1/2” 36” x 42” 36” x 42” 60” x 60” 60 sec 730 lbs
WT90-40 4000 lbs 90° 8-1/2” 36” x 42” 36” x 42” 60” x 60” 64 sec 750 lbs

X3WT36-20 2000 lbs 30°/ 45° 11-1/2” 47-1/2” 36” x 48” 60” x 60” 42 sec 8 sec 1370 lbs
X3WT36-40 4000 lbs 30°/ 45° 11-1/2” 47-1/2” 36” x 48” 60” x 60” 43 sec 8 sec 1420 lbs

X4WT36-20 2000 lbs 30°/ 45° 11-1/2” 47-1/2” 48” x 48” 72” x 60” 42 sec 8 sec 1450 lbs

XLT36 Series standard features:
• Independent lift & tilt functions
• Lift Power: Internal 1HP /115V/1PH
• Tilt Power: Internal 1HP/115V/1PH
(1,000 lb. cap model features 1/3HP)
• Standard dual hand or dual foot

controls (please specify). Optional
pedestal controls are available.
• Standard 30 or 45 degree of tilt
(please specify).
• Optional degree of tilt, up to 90
degree, POR.

X3WT36 & X4WT36 Series
standard features:
• Independent lift & tilt functions
• 11-1/2" lowered height
• One power unit for both lift & tilt
functions

• Internal 1HP /115V/1PH
• Standard pedestal controls (Optional
dual foot control or hand pendant
control are available)
• 30 or 45 degree of tilt (please specify)

Features

Model X3WT
36-20 shown

Scissor Lift & Tilt

Please specify voltage and control type when ordering

Please specify voltage and
control type when ordering

TT30 Series

TT45 Series

TT60 Series

WT30/45 Series

WT60 Series

WT90 Series

X3WT Series

X4WT Series

XLT36-10 1000 lbs 30°/ 45° 13-3/4” 49-3/4” 24” x 48” 48” x 48” 20 sec 15 sec 1000 lbs
“NEW” XLT Series



P2436 2000 lbs 24” 42” 24” x 36” 400 lbs
P2448 2000 lbs 24” 42” 24” x 48” 460 lbs
P3036 2000 lbs 24” 42” 30” x 36” 445 lbs
P3060 2000 lbs 24” 42” 30” x 60” 600 lbs

Model
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Platform
Size

Shipping
Weight
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PL60 2000 lbs 36” 60” 24” x 36” 535 lbs

BP12 - 20 2000 lbs 25” 37” 24” x 36” 310 lbs

P18 - 30 3000 lbs 31” 49” 24” x 36” 315 lbs

P18 - 10 1000 lbs 31” 49” 20” x 30” 290 lbs
P18 - 20 2000 lbs 31” 49” 24” x 36” 300 lbs

P12 - 10 1000 lbs 25” 37” 20” x 30” 240 lbs
P12 - 20 2000 lbs 25” 37” 24” x 36” 250 lbs
P12 - 30 3000 lbs 25” 37” 24” x 36” 260 lbs

BP18 - 10 1000 lbs 34” 52” 20” x 30” 370 lbs
BP18 - 20 2000 lbs 34” 52” 24” x 36” 430 lbs

BP12 - 10 1000 lbs 25” 37” 20” x 30” 270 lbs

PL36 2000 lbs 24” 36” 24” x 36” 395 lbs
PL48 2000 lbs 30” 48” 24” x 36” 515 lbs

• 1000 - 3000 lbs capacity
• Foot operated hydraulic pump on
P series
• 12 volt DC screw drive linear actuator
on BP series

• Foot operated floor lock
• Push-button control on BP series
• Integrated push/pull handle
• 2 fixed and 2 swivel casters with high
impact polyurethane wheels

Features

• 2000 lbs capacity
• 42” raised height
• Four self locking acme screw posts
• Two speed crank shaft for raising & lowering
• Foot operated floor lock
• 2 fixed and 2 swivel casters with high impact polyurethane wheels

Features

• 2 fixed and 2 swivel casters with
high impact phenolic wheels
• Foot operated hydraulic pump
• Tip toe release for lowering

• 2000 lb. capacity
• Dual floor locks
• Raised height to 60”
• Lowered height to 24”

Features

Post Lift Tables

Hydraulic Cantilever Table

Mechanical Post Lift Tables

Post Lift Tables

P18 Series - Foot operated Tables

P12 Series - Foot operated Tables

BP-18 Series - Battery Operated

BP-12 Series - Battery Operated

P Series

PL - Post Lift Tables



Model Load Lowered Raised Platform Overall Standard Lifting Standard Shipping
Numbers Capacity Height Height Size Dimensions W/L HP Speed Voltage Weight

Model
Number

Load
Capacity

Platform
Size

Lowered
Height

Raised
Height

Dimensions
W/L

Lifting
Speed

Shipping
Weight

XZ50 - 60 6000 lbs 50” x 48” 1/2” 35-3/8” 67-1/4” x 59” 54 sec 1850 lbs

P4-25-4448 2500 lbs 3/8’’ 28’’ 44’’ x 48’’ 51’’ x 61’’ 1 22 sec 115/1/60 1485 lbs
P4-25-5248 2500 lbs 3/8’’ 28’’ 52’’ x 48’’ 59’’ x 61’’ 1 22 sec 115/1/60 1620 lbs
P4-40-4448 4000 lbs 3/8’’ 28’’ 44’’ x 48’’ 51’’ x 61’’ 1 30 sec 115/1/60 1650 lbs
P4-40-5248 4000 lbs 3/8’’ 28’’ 52’’ x 48’’ 59’’ x 61’’ 1 30 sec 115/1/60 1800 lbs
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Other platform sizes available, price on request.

Floor Level Lifts

XZ44 - 20 2000 lbs 44” x 48” 3/8” 35-3/8” 61-1/4” x 59” 40 sec 1300 lbs
XZ44 - 40 4000 lbs 44” x 48” 3/8” 35-3/8” 61-1/4” x 59” 44 sec 1325 lbs
XZ44 - 60 6000 lbs 44” x 48” 1/2” 35-3/8” 61-1/4” x 59” 54 sec 1750 lbs

XZ50 - 20 2000 lbs 50” x 48” 3/8” 35-3/8” 67-1/4” x 59” 40 sec 1400 lbs
XZ50 - 40 4000 lbs 50” x 48” 3/8” 35-3/8” 67-1/4” x 59” 44 sec 1425 lbs

• 2000 - 6000 lb. capacity
• 33” vertical travel
• Two standard platform sizes
• External 1 HP 115/1/60 power pack
• Optional power units available
• Foot or hand held control

• Floor level at lowered height, pallet truck
accessible
• 6” flexible safety toe guard
• Lifting eyes for safely positioning unit
• Custom designs available

Features

Floor Level Lifts

XZ44 Series

XZ50 Series

Features

• Lowers to floor height so load can
be loaded on or off with a hand
pallet truck
• Foot switch allows operator to
adjust height of pallet for
loading/unloading at the most
convenient working height with
minimum reaching or lifting
• Easy and safe pallet loading with
narrow side panels to provide
operator protection.
• Easily moved with a hand pallet
jack
• Standard voltage is 115/1/60
Other voltages are available

• Any of the following controls may be
specified at no additional cost:
- NEMA 1, up/down, footswitch
with cover and 10-foot control
cord
- NEMA 4, up/down, hand held
pushbutton with magnet and
10-foot control cord

• All standard P4s are shipped with
the following: Internally mounted
power unit and reservoir filled with
hydraulic oil
• Photoelectric toeguard
• 10-foot control cord pre-wired

P4 - Floor Level Loaders

P4 Series



Model Load Lowered Turntable Overall Shipping
Number Capacity Height Diameter Dimensions Weight

Model Load Lowered Turntable Shipping
Number Capacity Height Diameter Weight

LPT 4000 lbs 7/8’’ 43-5/8 48-5/8 250 lbs

RFT 4400 lbs 2-1/8” 43-5/8” 70 lbs

Presto Low Profile Turntable

Floor Mount Turntable

24’’ x 24’’ 200 lbs
24’’ x 36’’ 250 lbs
36’’ x 36’’ 300 lbs
36’’ x 48’’ 350 lbs
42’’ x 48’’ 425 lbs
48’’ x 48’’ 450 lbs
48’’ x 56’’ 500 lbs

Turntable Sizes Shipping Weights

Standard Turntables

Turntables
Standard Turntables

Presto Ring
Floor Mount Turntable

• Mounted to lift table
• Mounted to floor stand (various heights)
• Mounted to floor
• 4000 lb. capacity
• 1/2’’ thick platform includes: base plate, center pin, bearings and multiple camfollowers
• Round turntables and other sizes available upon request
• Optional turret style bearing available for heavier loads and larger sizes

• 2-1/8” high turntable multiple bearings around the
entire ring
• Turntable can be mounted on the floor or to any platform
• 4400 lb. capacity

• 7/8” high allows for pallet jack loading
• Outer ring notch allows for lifting turntable off the floor for easy relocation
• No lagging required
• 4000 lb. capacity

Low Profile Turntable

Features

Features

Features

Options:
90 degree spring detent positioner, add $170.00.
90 degree positive positioning lock, add $580.00
Round turntables, add $75.00 to the square price shown.
Turrett style bearing, consult sales for pricing.
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AX40 - 4860 4000 lbs 24” 8” 32” 48” x 48” 48” x 60” 1135 lbs

AXS80 - 4860 8000 lbs 24” 12” 36” 48” x 48” 48” x 60” 1435 lbs
AXS80 - 4856 8000 lbs 24” 12” 36” 48” x 48” 48” x 56” 1415 lbs

AX10 - 3648 1000 lbs 21” 8” 29” 36” x 48” 36” x 48” 820 lbs
AX10 - 4848 1000 lbs 21” 8” 29” 36” x 48” 48” x 48” 890 lbs
AX10 - 4856 1000 lbs 21” 8” 29” 36” x 48” 48” x 56” 935 lbs
AX10 - 4860 1000 lbs 21” 8” 29” 36” x 48” 48” x 60” 960 lbs

AX20 - 3648 2000 lbs 24” 8” 32” 36” x 48” 36” x 48” 855 lbs
AX20 - 4848 2000 lbs 24” 8” 32” 36” x 48” 48” x 48” 915 lbs
AX20 - 4856 2000 lbs 24” 8” 32” 36” x 48” 48” x 56” 955 lbs
AX20 - 4860 2000 lbs 24” 8” 32” 36” x 48” 48” x 60” 1040 lbs

AX40 - 4848 4000 lbs 24” 8” 32” 48” x 48” 48” x 48” 1040 lbs
AX40 - 4856 4000 lbs 24” 8” 32” 48” x 48” 48” x 56” 1115 lbs

AXS20 - 3648 2000 lbs 24” 12” 36” 36” x 48” 36” x 48” 855 lbs
AXS20 - 4848 2000 lbs 24” 12” 36” 36” x 48” 48” x 48” 915 lbs
AXS20 - 4856 2000 lbs 24” 12” 36” 36” x 48” 48” x 56” 955 lbs
AXS20 - 4860 2000 lbs 24” 12” 36” 36” x 48” 48” x 60” 1040 lbs

AXS40 - 3648 4000 lbs 24” 12” 36” 36” x 48” 36” x 48” 1020 lbs
AXS40 - 4848 4000 lbs 24” 12” 36” 36” x 48” 48” x 48” 1040 lbs
AXS40 - 4856 4000 lbs 24” 12” 36” 36” x 48” 48” x 56” 1115 lbs
AXS40 - 4860 4000 lbs 24” 12” 36” 36” x 48” 48” x 60” 1135 lbs

AXS60 - 4848 6000 lbs 24” 12” 36” 48” x 48” 48” x 48” 1170 lbs
AXS60 - 4856 6000 lbs 24” 12” 36” 48” x 48” 48” x 56” 1315 lbs
AXS60 - 4860 6000 lbs 24” 12” 36” 48” x 48” 48” x 60” 1335 lbs

AXS80 - 4848 8000 lbs 24” 12” 36” 48” x 48” 48” x 48” 1340 lbs

• 2000 - 8000 lb. capacity
• 24” travel
• 36” raised heights
• Air requirements 80 psi at 15 cfm
• Lifetime warranty on actuator
• Pressure relief valve standard

• Standard pedestal control
• Optional foot control
• Available in transportable version
• No floor lagging necessary
• Custom platforms available

Features

Pneumatic options on page 27

Pneumatic Scissor Lifts

Heavy Duty Pneumatic Scissor Lifts

• 1000 - 4000 lb. capacity
• 21” & 24” travel
• 8” lowered height
• 32” raised height
• Air requirements - 80 psi at 15 cfm
• Pressure relief valve standard
• Lifetime warranty on actuator

• Standard pedestal control
• Optional foot control
• Designed for stationary use and
must be lagged to the floor
• Custom platforms available
• Hand control is not available on
any Pneumatic lift/tilts

Features

AX10 Series

AX20 Series

AX40 Series

AXS20 Series

AXS40 Series

AXS60 Series

AXS80 Series

Pneumatic Lift Tables
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AXST80-4860 8000 lbs 30° 23” 20” 43” 48” x 48” 48” x 60” 1930 lbs

AXT40 - 4860 4000 lbs 30° 24” 15” 39” 48” x 48” 48” x 60” 1635 lbs

AXST20-3648 2000 lbs 30° 24” 19” 43” 36” x 48” 36” x 48” 1200 lbs
AXST20-4848 2000 lbs 30° 24” 19” 43” 36” x 48” 48” x 48” 1320 lbs
AXST20-4856 2000 lbs 30° 24” 19” 43” 36” x 48” 48” x 56” 1460 lbs
AXST20-4860 2000 lbs 30° 24” 19” 43” 36” x 48” 48” x 60” 1540 lbs

AXST40-3648 4000 lbs 30° 24” 19” 43” 36” x 48” 36” x 48” 1450 lbs
AXST40-4848 4000 lbs 30° 24” 19” 43” 36” x 48” 48” x 48” 1570 lbs
AXST40-4856 4000 lbs 30° 24” 19” 43” 36” x 48” 48” x 56” 1690 lbs
AXST40-4860 4000 lbs 30° 24” 19” 43” 36” x 48” 48” x 60” 1770 lbs

AXST60-4848 6000 lbs 30° 24” 19” 43” 48” x 48” 48” x 48” 1660 lbs
AXST60-4856 6000 lbs 30° 24” 19” 43” 48” x 48” 48” x 56” 1780 lbs
AXST60-4860 6000 lbs 30° 24” 19” 43” 48” x 48” 48” x 60” 1860 lbs

AXST80-4848 8000 lbs 30° 23” 20” 43” 48” x 48” 48” x 48” 1735 lbs
AXST80-4856 8000 lbs 30° 23” 20” 43” 48” x 48” 48” x 56” 1850 lbs

AXT10 - 3648 1000 lbs 30° 21” 15” 36” 36” x 48” 36” x 48” 1190 lbs
AXT10 - 4848 1000 lbs 30° 21” 15” 36” 36” x 48” 48” x 48” 1300 lbs
AXT10 - 4856 1000 lbs 30° 21” 15” 36” 36” x 48” 48” x 56” 1390 lbs
AXT10 - 4860 1000 lbs 30° 21” 15” 36” 36” x 48” 48” x 60” 1440 lbs

AXT20 - 3648 2000 lbs 30° 24” 15” 39” 36” x 48” 36” x 48” 1365 lbs
AXT20 - 4848 2000 lbs 30° 24” 15” 39” 36” x 48” 48” x 48” 1395 lbs
AXT20 - 4856 2000 lbs 30° 24” 15” 39” 36” x 48” 48” x 56” 1450 lbs
AXT20 - 4860 2000 lbs 30° 24” 15” 39” 36” x 48” 48” x 60” 1540 lbs

AXT40 - 4848 4000 lbs 30° 24” 15” 39” 48” x 48” 48” x 48” 1540 lbs
AXT40 - 4856 4000 lbs 30° 24” 15” 39” 48” x 48” 48” x 56” 1595 lbs

AXT10 Series

AXT20 Series

AXT40 Series

AXST40 Series

Pneumatic Lift & Tilt

• 2000 - 8000 lb. capacity
• 24” travel
• 30º tilt
• Air requirements 80 psi at 15 cfm

• Pressure relief valve standard
• Lifetime warranty on actuator
• Standard pedestal control
• Optional foot control

• Custom platforms available
• 35º and 45º tilt available,
consult sales

Features

Pneumatic options on page 27

• 1000 - 4000 lb. capacity
• 21” & 24” vertical travel
• 30º tilt
• Standard pedestal control
• Optional foot control

• Air requirements 80 psi at 15 cfm
• Pressure relief valve standard
• Lifetime warranty on actuator
• Designed for stationary use
must be lagged to the floor

• Custom designs available
• 35º & 45º tilt available,
consult sales

Features

Pneumatic Scissor Lift & Tilt

Heavy Duty
Pneumatic Scissor Lift & Tilt

Shown with
optional lip

AXST20 Series

AXST60 Series

AXST80 Series
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AXSR80-4860 8000 lbs 24” 15” 39” 48” x 48” 48” x 60” 1895 lbs

AXR40 - 4860 4000 lbs 24” 11” 35” 48” x 48” 48” x 60” 1595 lbs

AXSR20-3648 2000 lbs 24” 15” 39” 36” x 48” 36” x 48” 1155 lbs
AXSR20-4848 2000 lbs 24” 15” 39” 36” x 48” 48” x 48” 1295 lbs
AXSR20-4856 2000 lbs 24” 15” 39” 36” x 48” 48” x 56” 1385 lbs
AXSR20-4860 2000 lbs 24” 15” 39” 36” x 48” 48” x 60” 1450 lbs

AXSR40-3648 4000 lbs 24” 15” 39” 36” x 48” 36” x 48” 1370 lbs
AXSR40-4848 4000 lbs 24” 15” 39” 36” x 48” 48” x 48” 1420 lbs
AXSR40-4856 4000 lbs 24” 15” 39” 36” x 48” 48” x 56” 1550 lbs
AXSR40-4860 4000 lbs 24” 15” 39” 36” x 48” 48” x 60” 1595 lbs

AXSR60-4848 6000 lbs 24” 15” 39” 48” x 48” 48” x 48” 1620 lbs
AXSR60-4856 6000 lbs 24” 15” 39” 48” x 48” 48” x 56” 1750 lbs
AXSR60-4860 6000 lbs 24” 15” 39” 48” x 48” 48” x 60” 1795 lbs

AXSR80-4848 8000 lbs 24” 15” 39” 48” x 48” 48” x 48” 1720 lbs
AXSR80-4856 8000 lbs 24” 15” 39” 48” x 48” 48” x 56” 1850 lbs

AXR10 - 3648 1000 lbs 21” 11” 32” 36” x 48” 36” x 48” 1055 lbs
AXR10 - 4848 1000 lbs 21” 11” 32” 36” x 48” 48” x 48” 1185 lbs
AXR10 - 4856 1000 lbs 21” 11” 32” 36” x 48” 48” x 56” 1280 lbs
AXR10 - 4860 1000 lbs 21” 11” 32” 36” x 48” 48” x 60” 1320 lbs

AXR20 - 3648 2000 lbs 24” 11” 35” 36” x 48” 36” x 48” 1155 lbs
AXR20 - 4848 2000 lbs 24” 11” 35” 36” x 48” 48” x 48” 1295 lbs
AXR20 - 4856 2000 lbs 24” 11” 35” 36” x 48” 48” x 56” 1385 lbs
AXR20 - 4860 2000 lbs 24” 11” 35” 36” x 48” 48” x 60” 1450 lbs

AXR40 - 4848 4000 lbs 24” 11” 35” 48” x 48” 48” x 48” 1420 lbs
AXR40 - 4856 4000 lbs 24” 11” 35” 48” x 48” 48” x 56” 1550 lbs

AXR10 Series

AXR20 Series

AXR40 Series

Pneumatic Lift & Rotate

• Lifetime warranty on actuator
• Air requirements 80 psi at 15 cfm
• Designed for stationary use
• Optional Turret bearing
• Custom designs available

• 1000 - 4000 lb. capacity
• 21” and 24” vertical travel
• Turntable
• Standard pedestal control
• Optional foot control
• Pressure relief valve standard

Features

• 2000 - 8000 lb. capacity
• 24” travel
• Turntable
• Air requirements 80 psi at 15 cfm
• Lifetime warranty on actuator
• Optional Turret bearing
• Pressure relief valve standard

• Standard pedestal control
• Optional foot control
• Available in transportable version
• No floor lagging necessary
• Oversized turntables available
• Custom design available

Features

Pneumatic options on page 27

Heavy Duty
Pneumatic Scissor Lift & Rotate

Pneumatic Scissor Lift & Rotate

Shown with optional
accordion skirting

AXSR20 Series

AXSR40 Series

AXSR60 Series

AXSR80 Series



AT60 - 4860 6000 lbs 30° 8” 48” x 48” 48” x 60” 1040 lbs

Description and
Specification

Detent Stops - manual or spring activated
stops for a Turntable, standard stops

positioned at 90° increments.

Positioning Lock - Pneumatically actuated lock
for turntable tops, securely locks the turntable
in any position. Must be used in conjunction

with a Turret bearing system.

Conveyor Top - mounted to the lift table
platform, these 1.9” diameter rollers on 3”

center have a 1000 lb capacity
per linear foot. Adds 4” to overall height.

Optional Top Material - for special handling
of loads, v tops, aluminum material,
stainless steel, diamond plate, etc.

Accordion (Bellows) Skirts - designed to cover
the scissor leg assembly of the lift table.

Fork Pockets - used for moving scissor
lifts between work stations.

Floor Stands - designed to increase the
lowered height of tilters.

Motion Stabilizer - reduces the “bounce” found in
pneumatic tilt tables.
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Pneumatic Tilt Tables

Pneumatic Options
Mechanical Options

Description and
Specification

Oversized Platform - platforms can be increased in
width and length up to additional 24”. Side and end
load capacities are derated 2% per inch of increase
and oversized models must be lagged to the floor.

Platform with Beveled Edges - welded at
30° angles, increases the standard

platform by 4” on all sides.

Pit Mounted Units - for ground level
applications require a Platform with Beveled
Edges. Lifting Eyes required for installation.

Lifting Eyes - provided for installation and
transporting of unit with a sling or lifting chain.

Portable Units - wheeled dolly handle and two
5” fixed wheels (specify side or end mounting) for
moving empty lifts. Overall lowered height is not
changed when unit is in an operating position.
Only available on AXS, AXSR, and AXST.

Oversized platform available.

Transportable Units - 6” steel casters, two
fixed and two swivel, and a Presto floor lock mounted

underneath base frame. Adds 9 3/4” to the lowered height.
Only available on AXS, AXSR, and AXST.

Oversized platform available.

V Grooved Wheels - 5” steel wheels for
Transportable Units only, sold per pair.

Heavy-duty turntables available.

Model
Number

Tilt
Capacity

Degree
of Tilt

Lowered
Height

Base
Size W / L

Platform
Size W / L

Shipping
Weight

AT10 - 3648 1000 lbs 30° 7” 36” x 48” 36” x 48” 640 lbs
AT10 - 4848 1000 lbs 30° 7” 36” x 48” 48” x 48” 700 lbs
AT10 - 4856 1000 lbs 30° 7” 36” x 48” 48” x 56” 750 lbs
AT10 - 4860 1000 lbs 30° 7” 36” x 48” 48” x 60” 770 lbs

AT20 - 3648 2000 lbs 30° 7” 36” x 48” 36” x 48” 690 lbs
AT20 - 4848 2000 lbs 30° 7” 36” x 48” 48” x 48” 770 lbs
AT20 - 4856 2000 lbs 30° 7” 36” x 48” 48” x 56” 835 lbs
AT20 - 4860 2000 lbs 30° 7” 36” x 48” 48” x 60” 855 lbs

AT40 - 4848 4000 lbs 30° 7” 36” x 48” 48” x 48” 795 lbs
AT40 - 4856 4000 lbs 30° 7” 36” x 48” 48” x 56” 850 lbs
AT40 - 4860 4000 lbs 30° 7” 36” x 48” 48” x 60” 880 lbs

AT60 - 4848 6000 lbs 30° 8” 48” x 48” 48” x 48” 890 lbs
AT60 - 4856 6000 lbs 30° 8” 48” x 48” 48” x 56” 970 lbs

• 2000 - 6000 lb. capacity
• Air requirements 80 psi at 15 cfm
• Standard pedestal control
• Foot control available

• Optional floor stand available
• Pressure relief valve standard
• Optional fork pockets
• Lifetime warranty on actuator

• Optional motion stabilizer
• Custom designs available
• Restraining chain to guard against over tilt
• 35º & 45º tilt available, consult sales

Features

Pneumatic Tilt Tables

AT10 Series

AT20 Series

AT40 Series

AT60 Series




